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Windows Driver

1. Manual Information

This Windows Driver Installation Manual provides information on installation, detailed
specifications, and usage of the printer’s Windows Driver according to PC operating
system (OS).

Metapace makes continual efforts to improve the functions and quality of the products. The
specifications and contents of the manual are subject to change without prior notice for this
reason.

2. Operating System (OS) Environment
The following operating systems are supported for usage.

Microsoft Windows 2000

Microsoft Windows XP (32bit/64bit)

Microsoft Windows 2003 Server (32bit/64bit)
Microsoft Windows Embedded For Point Of Service
Microsoft Windows Embedded POS Ready 2009
Microsoft Windows VISTA (32bit/64bit)

Microsoft Windows 2008 Server (32bit/64bit)
Microsoft Windows 7 (32bit/64bit)

3. Windows Driver Preparation

Windows driver is included in the CD that is shipped with the product, and the latest
version can be downloaded from the home page of Metapace.
(www.metapace.com)

If using the enclosed CD, click the “Windows Driver” button to find and run the Windows
Driver installation file.

Rev. 1.00 -3-
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Windows Driver

4. Windows Driver Installation

4-1 Installing on Windows 2000
4-1-1 Via Serial Port or Parallel Port.

1) Double-click the Windows Driver installation file.

2) Click the “Next” button.

Metapace T-3 Windows Driver Installation

Welcome to the Install5hield Wizard for Metapace T-3 Windows Driver ¥1_0.0E

wizard will install Metapace T-3 Windows Driver W1.0.0E on your computer. To

InstallSie!d <gack || [Hewty] Cancel
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Windows Driver

3) Select the COM or LPT (Which one you want to use) port to be used and click

the “Next” button.

Select Port Type

Ix

Select Port Type

X

Sernial Part Parallel Part LISE Port Serial Part Farallel Port USE Paort
& COMi € COM3 " LPT1  CoOM1 © COM3 = P71

LSk  LSE
 COM2 COM4 i LPTZ2  COM2  © COM4 = LPTZ2

4) When the following message box appears, click the “Yes” button.

Digital Signature Not Found x|

The Microsaft digital signature affirms that software has
been tested with ‘Windows and that the zoftware has not
been alkered zince it wasz tested.

The zoftware you are about to install does not contain a
Microzoft digital signature. Therefare, there iz no
guarantes that this software works corectly with
Windows,

Unknown zoftware package

[f wou want to gearch for Microsoft digitally signed
zoftware, wigit the Windows pdate Web site at
hittp: £ Awindowsupdate. microgzoft. com to zee if one iz
available.

Do pou want to continue the installation?

Mo More Info

5) Clicking the "Yes” button will reboot the PC.
Metapece T3 staler ]

2)

Restark the computer can take effect,
Flease restart the computer,

[es] I want ko restark my compuker now,
[Mo] I will reskart my computer laker,

6) Open the printer properties window in the Windows OS.

7) Click the “Port Settings” button in the "Ports” tab.

Rev. 1.00



8) Match the communication settings to those of the printer.

Windows Driver

(The communication settings of the printer can be performed by conducting a self-test.)

Rev. 1.00

COM1 Properties il
Part Settings |
Bitz per zecond:

Data biks: IE j

Parity: INu:nne ;I

Stap bits: |1 |

Flowy contral: IHardwarE ;I

Bestore Defaultz
] Cancel o)) L]




Windows Driver

9) Click the “Print Test Page” button and check printing status.

10) Proper installation of the driver is indicated if the test page is printed normally.

Rev. 1.00 -7-



Windows Driver

4-1-2 Via USB Port
1) Double-click the Windows Driver installation file.

2) Click the “Next” button.

Metapace T-3 Windows Driver Installation

Welcome to the Install5hield Wizard for Metapace T-3 Windows Driver ¥1_0.0E

will inztall Metapace T- river ¥1.0.0E on pour computer. To

InnstallGhield < Back ”

Cancel

Rev. 1.00 -8 -



Windows Driver

3) Select USB and click the "Next” button.

celect Port Type x|

Senal Port———— — Parallel Part I15E Paort
i CoM1 ) COM3 i LPT1 — _‘

 COM2  ( COMS4 et ||l T

4) When the following message box appears, click the “Yes” button.

Digital Signature Mot Found |

The Microsoft digital signature affirms that software has
been tested with ‘Windows and that the zoftware has not
been altered zince it waz tested.

The =oftware pou are about to inztall does not contain a
Microzoft digital signature. Therefore, there iz no
guarantes that this software works corectly with
Wiindows,

Unknown software package

If you want to zearch for Microsoft digitally zigned
zoftware, wizit the Windows pdate 'Web zite at
http: / Awindowsupdate. microsoft. com to zee if one is
available.

Do yow want bo continue the installation’?

Hao tore Info

5) Click the "OK” button.

Metapace T-3 installer |

Installation is completed.,
Please turn-off printer and turn-on printer.

6) Turn on the printer.
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Windows Driver

7) The Windows Driver is automatically installed.

Found Mew Hardware

Metapace T-3

8) The USB Port setting can be confirmed in the Windows Driver properties.
g 20|

Device Settings I MY Image & Additional Commands I Open Drawer I About I
Eenerall Sharng ~ Ports |.-'1'-.|:Ivan|:eu:|| EDIDrManagementI Security

Metapace T-3

Frint ta the following portz]. Documents will print to the first free
checked port.

Port | Description | Printer |ﬂ
Ol comM1:  Serial Part

Ol comMz:  Serial Part

Ll cOM3:  Serial Port

Ll coM4:  Serial Part

LIFILE:  Print ta File

ISBO.., “irtual printer port fo...

O TPYM:  ThinPrint Print Part f... |

Add Port... Delete Part LConfigure Part. .. |

¥ Enable bidirectional suppart
[ Enable printer pooling

] I Cancel Saply
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Windows Driver

9) Click the “Print Test Page” button and check printing status.

10) Proper installation of the driver is indicated if the test page is printed normally.
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Windows Driver

4-2 Installing on Windows XP/2003 Server
4-2-1 Via Serial Port or Parallel Port

1) Double-click the Windows Driver installation file.

2) Click the “Next” button.

Metapace T-3 Windows Driver Installation

Welcome to the Inztallshield Wizard for Metapace T-2 Windows Driver ¥1.0.0E

will inztall Metapace T-3 Windows Driver W1 0.0 on your computer. To

IristallShield < Back ” Hext> Lancel
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Windows Driver

3) Select the COM or LPT (Which one you want to use) port to be used and click
the “Next” button.

Select Port Type

X

Select Port Type

Serial Port Parallel Port IISE Port Serial Port Parallel Port IISE Port
& 0T com3 T LPT1 " COM1 © COM3 = LPT:
" COMZ2 O COM4 " LPT2 " COMZ2 O COM4 " LPT2

)

4) When the following message box appears, click the “Continue Anyway” button.

Software Installation
N
[

The software you are inztaling has not pazzed Windows Logo
tezting to verify its compatibility with Windows XP. [Tell me why
this testing iz important. )

Continuing your installation of thiz software may impair
or destabilize the comrect operation of your syztem
either immediately or in the future. Microzoft strongly
recommends that you stop thiz installation now and
contact the zoftware vendor for zoftware that has
pazzed Windows Logo testing.

[ Continue Anyway ] LETDPInstaIIatiDn |

5) Clicking the "Yes” button will reboot the PC.

Metapace T-3 installer X

9 Restart the computer can take effect,
\__-:‘j Flease restart the computer,

[Yes] | want to restart my computer now,
[Mal | will restart rmy computer later,

6) Open the printer properties window in the Windows OS.

7) Click the “Port Settings” button in the "Ports” tab.

Rev. 1.00 -13 -



Windows Driver

8) Match the communication settings to those of the printer.
(The communication settings of the printer can be performed by conducting a self-test.)

COM1 Properties

Part Settings |

Bitz per zecond: | 115200

Data bits: | g v|
Parity: | Mone v|

Stop bits: |1 v|
Flow control: | Hardware v |

[ Restare Defaultz ]

Ok ] [ Cancel ] Spply

Rev. 1.00 -14 -



9) Click the “Print Test Page” button and check printing status.

= Metapace T-3 Properties

Windows Driver

Device Settings || NV Image & Additional Commands || Open Drawer || About |

General | Shaing | Pots | Advanced | Color Management |
5

@ [etapace T2 |
Location: | |
Comment:

Maodel: Metapace T-3

Features
Color: Yes Paper available:
Double-sided: Mo 80 x 3276 mm[T3]
Staple: Mo
Speed: Unknown
Madmum resolution: 180 dpi

[F'ri_rrting Preferences. .. ] [ Prirt Test Page

I QK ] [ Cancel ] App

10) Proper installation of the driver is indicated if the test page is printed normally.

Rev. 1.00
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Windows Driver

4-2-2 Via USB Port

1) Double-click the Windows Driver installation file.

2) Click the “Next” button.

Metapace T-3 Windows Driver Installation

Welcome to the InstallShield Wizard for Metapace T-3 Windows Driver ¥1_0.0E

will ingtall Metapace T-3'W river ¥1.0.0E an your computer. To

Cancel

InsfallShield

Rev. 1.00 -16 -



3) Select USB and click the "Next” button.

Senal Part Parallel Part 1SB Part
" COM1  © COM3 " LPT1 —

fo sk
" COM2  © COM4 " LPT2

Windows Driver

4) When the following message box appears, click the “Continue Anyway” button.

testing bo verify ite compatibility with Swindows <P [Tell me why
thiz testing iz important. |

Continuing your installation of thiz software may impair

or destabilize the commect operation of your syztem
either immediately or in the future. Microzoft strongly
recommends that you stop thiz installation now and
contact the zoftware vendor for zoftware that has
pazzed Windows Logo testing.

Software Installation

] I'_h, The software you are inztaling hasz not pazzed Windows Logo
L

Continue Anyway ] EéTDPInstallatiDn |

5) Click the "OK” button.

Metapace T-3 installer

i Installation is completed.
Flease turn-off printer and turn-on printer,

6) Turn on the printer.

Rev. 1.00
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Windows Driver

7) When the New Hardware Wizard appears for the installation of the Windows Driver,
select the option as shown below and click the “Next” button.

Found Mew Hardware Wizard

Welcome to the Found New
Hardware Wizard

YWindows will zearch far current and updated software by
looking on your computer, on the hardware installation CO, or on
thie Wwindows Update “Web site [with pour permizzion).

Fead our privacy policy

Can Windows connect to wWindows Update to zearch for
software?

() Yes, this time only

() 'es, now and gvery time | connect a device

@N

Click Mest to continue.

Mest » ][ Cancel

8) Click the “Next” button.

Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard

This wizard helps you install software for:

Metapace T-3

Z:-i\j If your hardware came with an installation CD
2 or floppy disk. insert it now.

What do you want the wizard to do?

{(®)install the software automatically (Recommended)
) Install from a list or specific location (Advanced)

Click Mext to continue.

l [ Cancel

=
2
W

Rev. 1.00 -18 -



Windows Driver

9) Click the “Next” button.

Found New Hardware Wizard

Please wait while the wizard searches._ ..

jA Metapace T-3

Cancel

10) Click the “Continue Anyway” button.

Hardware Installation

L ] "_\ The software you are inztalling for this hardware:
L

Printers

has not pazzed Windows Logo testing to werify itz compatibility
with *Windows =P, [Tell me why this testing iz important. )

Continuing your installation of thiz software may impair
or destabilize the commect operation of your syztem
either immediately or in the future. Microzoft strongly
recommends that you stop thiz installation now and
contact the hardware vendor for software that has
pazzed Windows Logo testing.

Continue Anyway ] EéTDPInstallatiDn |

Rev. 1.00 -19 -



Windows Driver

11) Click the “Finish” button.

Found New Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard has finished installing the software for:

r"- i Metapace T-3

Click Finish to close the wizard.

Finish

Rev. 1.00 -20 -



Windows Driver

12) The USB Port setting can be confirmed in the Windows Driver properties.

Rev. 1.00

2 Metapace T-3 Properties

| General || Sharing | Ports

X,

E{ﬂ Metapace T-3

checked port.

| Device Settings | NV Image & Additional Commands | Open Drawer | About |

Print to the following portis). Documents will print to the first free

Advanced || Color Management |

Port Description
L1 CcOMS: Serial Port
L] COMS: Serial Port

L1 FILE:  Print to File
U USBE.. Virual printer port fo...
U UsE.. Virual printer port fo...

. Virtual printer port fo...
O IP_1... Standard TCP/IP Port  Samsung ML-Z570 Seres P... %

(>

Prirter

WOOQSIM SYSTEMS PORTI...
BIXOLOM SRP-350plus
BIXOLOM SRP-F310 {Copy ...
Metapace T-3

|  AddPot. ||  DeletePot | [ Corfigure Por..
Enable bidirectional support
[ ] Enable prirter pooling
QK ] [ Cancel Apph
-21 -



13) Click the “Print Test Page” button and check printing status.

= Metapace T-3 Properties

Windows Driver

Device Settings || NV Image & Additional Commands || Open Drawer || About |

General | Shaing | Pots | Advanced | Color Management |
5

@ [etapace T2 |
Location: | |
Comment:

Maodel: Metapace T-3

Features
Color: Yes Paper available:
Double-sided: Mo 80 x 3276 mm[T3]
Staple: Mo
Speed: Unknown
Madmum resolution: 180 dpi

[F'ri_rrting Preferences. .. ] [ Prirt Test Page

I QK ] [ Cancel ] App

14) Proper installation of the driver is indicated if the test page is printed normally.

Rev. 1.00
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Windows Driver

4-3 Installing on Windows VISTA/2008 Server/7

* Note: Please turn off UAC (User Account Control) prior to
setting up configurations or properties in Windows driver.

4-3-1 Via Serial Port or Parallel Port
1) Double-click the Windows Driver installation file.

2) Click the “Next” button.

Metapace T-3 Windows Driver Installation

Welcome to the Install5hield Wizard for Metapace T-3 Windows Dnver ¥1.0.0E

izard will install Metapace T-3Windows Driver ¥1.0.0E on your computer. To

Cancel

3) Select the COM or LPT (Which one you want to use) port to be used and click
the “Next” button.

Select Port Type -ﬁ Select Port Type -H

—Senal Port————  Parallel Port—— — USE Port—— —Seral Pot——  Parallel Port—— —~ USB Part——

" COM3 CULRTH ° COM1 (7 COM3
" UUSE

7 COM2 {7 COM4 i LPT2 7 COMZ (7 COM4

Rev. 1.00 -23 -
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4) When the following message box appears, click the “Install this driver software anyway”
button.

P

% Windows Security

@] Windows can't verify the publisher of this driver software

= Don't install this driver software

You should check your ranufacturer's website for updated driver software
for your device.

i

Only install driver software obtained from your manufacturer's website or
disc. Unsigned software from other sources may harm your computer or steal
information.

-j;r:- See details

5) Clicking the "Yes” button will reboot the PC.

Metapace T-3 installer 53
I."'_"'I Restart the computer can take effect.
@ Please restart the computer.

[es] I want to restart my computer now,
[Mo] Iwill restart my computer later,

6) Open the printer properties window in the Windows OS.

7) Click the “Port Settings” button in the "Ports” tab.

Rev. 1.00 -24 -



8) Match the communication settings to those of the printer.
(The communication settings of the printer can be performed by conducting a self-test.)

Rev. 1.00

COML Properties

Fort Settings

Ea)

Bits per second: I'I'IEZ-I}D

Data hits: [E

Parnity: [ None

Stop bits: [ 1

How contral: [ Hardware

[ Bestore Defaults ]

| oK

|| Cancel || sopy

|

-25 -
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9) Click the “Print Test Page” button and check printing status.

Windows Driver

gq_g Metapace T-3 Properties

S

| Device Settings I NV Image & Additional Commands | Open Drawer | About

General | Sharing | Ports | Advanced | Color Management | Security

Speed: Unknown
Madmum resolution: 180 dpi

Location:
Comment:
Madel: Metapace T-3
Features
Color: Yes Paper available:
Double-sided: No 20x 3276 mm[T3] &
Staple: No

[F'ri_rrting Preferences. .. ] [

Prirt Test Page

OK || Cancel || ‘foply

10) Proper installation of the driver is indicated if the test page is printed normally.

Rev. 1.00
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4-3-2 Via USB Port
1) Double-click the Windows Driver installation file.

2) Click the “Next” button.

Metapace T-3 Windows Driver Installation

Welcome to the InstallShield Wizard for Metapace T-3 Windows Driver ¥1_0.0E

will inztall Metapace T-3 Windows Driver W1 0.0 on your computer. To

InstallShield < Back ” Hewt> Lancel

3) Select USB and click the "Next” button.

& T =
Select Port Type =
—Serial Part———————  Parallel Part—— —~ USE Part——
 COM1 COM3 i LPT1 —
@ USE:
© CcoOMz  © COM4 i~ LPTZ

Rev. 1.00 - 27 -
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4) When the following message box appears, click the “Install this driver software anyway”
button.

P

% Windows Security

@] Windows can't verify the publisher of this driver software

= Don't install this driver software

You should check your ranufacturer's website for updated driver software
for your device.

Only install driver software obtained from your manufacturer's website or
disc. Unsigned software from other sources may harm your computer or steal
information.

-j;r:_- See details

5) Click the "OK” button.

Metapace T-3 installer " ﬁ

I.-"'_"“-.I Installation is completed.
W Please turn-off printer and turn-on printer.

6) Turn on the printer.

'

_& Diriver Scftware Installation
Your devices are ready to use
The software for this device has been successfully installed.

USE Printing Support Ready to use
Metapace T-3 Ready to use

Rev. 1.00 -28 -
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7) The USB Port setting can be confirmed in the Windows Driver properties.

Rev. 1.00

@ Metapace T-3 Properties

(o]

‘ﬁ‘:‘ Metapace T-3

Device Settings I NV Image & Additional Cummandsl Open Drawer | About

General | Sharing | Ports |Ad'u'anced | Caolor Management | Securty

Print to the following portis). Documents will print to the first free
checked port.

Port

[C] FILE:

[ LIsR

[C] com1:
O] comz:
O] com3:
] com4:

Description
Serial Port
Serial Port
Sernial Port
Serial Port
Prirt to File

Prirter

Virtual printer port fa...  Metapace T-3
Vit ial nordar nind fn

| AddPot. ||

Delete Port ] [ Configure Port...

Enable bidirectional support
[ Enable printer pooling

0K || Ccancel

op

ply
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8) Click the “Print Test Page” button and check printing status.

Windows Driver

gq_g Metapace T-3 Properties

S

| Device Settings I NV Image & Additional Commands | Open Drawer | About

General | Sharing | Ports | Advanced | Color Management | Security

Speed: Unknown
Madmum resolution: 180 dpi

Location:
Comment:
Madel: Metapace T-3
Features
Color: Yes Paper available:
Double-sided: No 20x 3276 mm[T3] &
Staple: No

[F'ri_rrting Preferences. .. ] [

Prirt Test Page

OK || Cancel || ‘foply

9) Proper installation of the driver is indicated if the test page is printed normally.

Rev. 1.00
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5. Detailed Windows Driver Settings

* Note: Please turn off UAC (User Account Control) prior to
setting up configurations or properties in Windows driver
on Windows Vista, Windows Server 2008 and Windows 7.

The following functions can be set in detail after the Windows Driver installation is
complete.

5-1 Paper Supply Method

The printer structure is such that the print head, which carries out printing, and the cutter,
which cuts the printing paper, are separated. After printing, the location of the end section
can be adjusted as follows.

- Automatically Select: Select the “Receipt[Partial cut]” automatically.

- Receipt[Partial cut]: After printed text is transferred up to the cutter (auto cutter),
a paper is cut by auto cutter.

- Receipt[No cut]: Printed text is transferred up to the cutter (manual cutter).

- Receipt[No cut: A Type]: Printed text is transferred up to the cutter
(T-3 A Type’s manual cutter).

- Receipt[Partial cut without paper feeding]: A paper is cut by auto cutter without
paper feeding.

- Receipt [No feed]: Printed text is transferred up to the next line only.
(minimum transfer: 0x0A).

- Form[No Cut]: For long print jobs, printed text is transferred according to the Receipt
option per selected paper size.

- Form[Partial Cut]: For long print jobs, printed text is transferred and cut according to
the Receipt option per selected paper size.

Detailed setting can be done as follows.

Rev. 1.00 -31-



1) Open the printer properties window in the Windows OS.

e o7 D

Windows Driver

e

Device Settings | NV Image & Additional Commands I Open Drawer | About

General | Sharing | Ports

| Advanced | Color Management | Security

- [Tras

Location:

Comment:

Maodel: Metapace T-3

Features

Color: Yes
Double-sided: Mo
Staple: Mo
Speed: Unknown

Maximum resclution: 180 dpi

Paper available:

80 x 3276 mm[T3]

Preferences...

|| PrintTestPage |

| oK

J [ Concel ]|

Lpply |

2) Click the “Printing Preferences” button in the "General” tab.

Rev. 1.00
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Windows Driver

3) Select the desired setting in the "Paper/Quality” tab.
(Resolution is fixed at 180 x 180.)

-
=) Metapace T-3 Printing Preferences

Paper/Quality

Tray Selection

Paper Source: Automatically Select | i '
b

Receipt[Partial cut]

Receipt[Mo cut]

Receipt[Mo cut:& Type]

Receipt[Partial cut without paper feeding]
Receipt[Mo feed)

Form[Mo cut]

Form[Partial cut]

Color

[ ok J[ Camcel || ooy |

Rev. 1.00 -33-



5-2 Paper Size

The paper sizes available in the Windows Driver are as follows.

- 80 x 297 mm [T3]
- 80 x 3276 mm [T3]
- 80 x 40 mm [T3]
-80 x 80 mm [T3]
-80 x 120 mm [T3]
- 80 x 160 mm [T3]
- 80 x 200 mm [T3]
- 58 x 297 mm [T3]
- 58 x 3276 mm [T3]
-58 x 40 mm [T3]
-58 x 80 mm [T3]
-58 x 120 mm [T3]
- 58 x 160 mm [T3]
- 58 x 200 mm [T3]

Detailed setting can be done as follows.

1) Open the printer properties window in the Windows OS.

2) Click the “Printing Preferences” button in the "General” tab.

Windows Driver

3) Select the "Paper/Quality” tab, and click the "Advanced” button.

Select the desired setting.

-

Metapace T-3 Advanced Options

Rev. 1.00

&= Metapace T-3 Advanced Document Settings
B\;‘ Paper/Qutput
» 80 %3276 mm[T3] [+]
v Copy Count 585120 mm[T3]
=8 @ Graphic 58 x 160 mm[T3]
=- @ Image Colel 58 x 200 mm([T3]
58 x 297 mm[T3]
b 58 x 3276 mm(T3]
=N 'ﬁ Document Opti 58 x40 mm[T3]
= Color Printir 38 x 80 mm([T3]
Halftoning: 80 x120 mm[T3]
Print Optim 80 160 mm[T3]
80 x 200 mm[T3]
80 x 297 mm[T3]
80 x40 mm([T3]
80 x 80 mm([T3]
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5-3 NV Image & Additional Commands

The Windows Driver serves to receive the content for print from an application and send it
to the printer. The NV Image function allows for the addition of NV image and desired
commands at the beginning or end of the print content sent to the printer.

To use the NV Image in Windows Vista, the following OS options must be set.
“Control Panel — User Accounts — Uncheck the “Use User Account Control (UAC) to help
protect your computer” checkbox under “Turn User Account Control On or Off”.

The command functions available are as follows.

- StartDoc - NV Image Printing: addition of NV Image at the beginning of the print job

- Text & Command: addition of command at the beginning of the print job

- StartPage - NV Image Printing: addition of NV Image at the beginning of the print page

- Text & Command: addition of command at the beginning of the print page

- EndPage - NV Image Printing: addition of NV Image at the beginning of the end page
- Text & Command: addition of command at the beginning of the end page

- EndDoc - NV Image Printing: addition of NV Image at the beginning of the end job

- Text & Command: addition of command at the beginning of the end job

- NV Tool Button - Execution of NV Image Tool for download images to the printer.

Detailed setting can be done as follows.

1) Open the printer properties window in the Windows OS.
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2) Click the ” NV Image & Additional Commands” tab.

Windows Driver

-

=5 Metapace T-3 Properties

)

General | Sharing I Ports

I Advanced I Color Management I Security

Device Settings |

Start Doc

Text & Command [ Bample: <1B700019FF:

NV Image & Additional Cu:ummands| Open Drawer I About

or <1B:p<0015FF: ]

NV image prirting: [Nu NV image printed

)

Text &
Command

Start Paoe

NV image printing: | No NV image printed

Text &
Command

End Page

NV image prirting: [Na NV image printed

Teat &
Command

End Doc

MV image prirting: [No NV image printed

Teat &
Command

MW Image Printing

@ Monochrome i) Colar

NV TOOL ‘

[

Ok || Cancel |

L

3) If the user wishes to add NV Image prior to printing, Select NV Image in the "NV Image
Printing” in StartDoc and click the “Apply” button.

4) If the user wishes to open Cash Drawer 1 prior to printing, enter “<1B700019FF>"

in the "StartDoc” space and click the “Apply”

button.

5) If the user wishes to open Cash Drawer 1 at the end of printing, enter
“X1B\x70\x00\x19\xff” in the "EndDoc” space and click the “Apply” button.

6) If the user wishes to download NV image to printer, click “NV Tool” button and download
the image using NV tool (Detailed information is informed in NV Tool manual)

For more information on the hexadecimals that can be entered in “Text & Command” box,

refer to the Control Commands Manual.
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5-4 NV Image Download

1) Click “NV Tool” Button in NV Image Tab.

Rev. 1.00

Windows Driver

,
o

==

General I Sharing I Ports I Advanced I Color Management | Securty

Device Settings | NVImage&MditionalCommands| Open Drawer | About

Text & Command [ Bxample: <1B700019FF = or <1B>p<00193FF:= ]
Start Doc
NV image printing: an MV image prirted "l
Tent &

Command

Start Paoe
MV image prirting: lNu NV image printed 'l

Teat &
Command

End Page
NV image printing: ’Nn MV image printed 'l
Teat &
Command

End Doc
NV image printing: ’Nn MV image printed vl
Text &
Command

NV Image Printing
(@ Manochrome () Calor ‘ MY TOOL ‘

Apply |
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2) Upon initiation of the program, the following main window will be appeared.

¥ NY Image Tool for Metapace V1.0.0

X)

Ma. | Maime | Size |
1 cafeblue208 bmp 1
Orignal Image Tranzstormed Image
Logo Files : 1 /256 Bitmap Selection Change Color Range Calar
Logo Size Total : 1 7 256 KByte ] - ~
Open File | THRESHOLD |7 -
Configuration R ~
; Remove | |
: Reset |
Prirter : Metapace T-3(Mono) B Vale 100 I:l L & Mot Lised
Dowenload Made : 1 Color thermsl
Interface : =B | =
Part USB001: -
Dorevnlosd..
L “alue e I:l
Print _} EXIT

3) Click “Port Setting” button to set communication configuration.

¥ Comm Configuration

Step 1, Select Printer Model
[Metapace T-3(Mana) -

Step 2, Select Interface

|USB ﬂ
Step 3, Set Configuration
Port . |LISBEIDI: ﬂ

Line Width Set

| | dot

Cancel
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4) Set the port and the communication configuration that corresponds to the printer.

&Y Comm Configuration

Step 1, Select Printer Model

[Metapace T-3(Monoj =]
Step 2 Select Interface
[J5E =
Serial
Step 3,[Parallel
Fort ¢ [Ethernet -

Linge Width Set

| | dat

Cancel

(x)

&Y Comm Configuration

Step 1, Select Printer Model

[Metapace T-3(Monoj =]
Step 2 Select Interface

|Serial Rd
Step 3, Set Configuration
Port @ ICOMT ﬂ
Baudrate : |IEIEDEI ﬂ
DataBits : |8 |
StopBits : Il -]
ParityBits :  [MONE |
Flow control : Hardware |
Linge Width Set

| | dat

0k, Cancel

x]

5) After selecting the configuration press “OK” button to complete the communication
configuration setting, and press “Cancel” button to cancel the configuration selected.

6) The images can be opened / added, deleted in the Image list box using three buttons in
Bitmap selection. Only bmp type of image is available to download.

¥ NV Image Tool for Metapace ¥1.0.0 §|
Mo. | Mame | Size |
1 cateblus205 binp 1
Orignal Image Transformed Image
Logo Files : 1 /258 Change Color Range Color
Logo Size Total : 1 /256 KByte : - i~
_— Open File | wrestos 2 [
Configurstion R ~
Remove ‘ [
: Reset ‘
Prirter : Metapace T-3(Mana) R Valls o0 |:| L &+ Mot Used
Dovvvnlozed Mode @ 1 Colar thermal
Interface : =8 J r
Part USB001:
Drovrnlaad..
L %alue uL I:l
. EXIT
Print |
_

Rev. 1.00

-39



Windows Driver

7) When the “Download..” button is clicked, pop-up window and the steps are different
based on printer model.

EE N¥ Image Tool for Metapace ¥1.0.0

x)

0. s iz =y &,
E:EfElZIEE'I:IEI bmp |;*| % qu [H“ :] % Gq:é [H“ :]

Orignal Image Transtormed Image

Logo Files - 1 /256 Bitmap Selection Change Color Range Calaor

Logo Size Total : 1 £ 256 KByte . - ~
. O | THRESHOLD [P -

Configuration R ~

Remave |

[
Reset |

Printer : Metapace T-3(MMono) R Valug 100 I:l L f* Mot Used
Dowynload Made : 1 Calor thermal
Interface : =B [ r
Part : U=B001: B
Dorevnlosd..
L “falue |1 an
Prirt ‘ _} e

8) Download the mono image in thermal printer. After all images stored on the
corresponding printer are deleted, the image is downloaded. The image is assigned a
number according to the image list displayed on the screen.

Metapace T-3(Mono) Image download dialog E|

Dovwnloading Status

Ready downloading.

Dovwvnload Start ‘ Save File.. ‘ Cancel
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9) The “Print” button in the main screen can be used on each printer model to print and

test a stored image.

EE N¥ Image Tool for Metapace ¥1.0.0

3

Nu:u.| Maime | Size | % E![H“]
cafeblug208 bimp R -

" e blu

Orignal Image Transtormed Image
Logo Files : 1 /256 Bitmap Selection Change Color Range Calaor
Logo Size Total : 1 £ 256 KByte . - ~
O=m Atz | THRESHOLD |7 -
Configuration R
Remove | [
Reset |
Printer : Metapace T-3(MMono) R Valug 100 I:l L f* Mot Used
Dowynload Made : 1 Calor thermal
Interface : =B [ r
Part : U=B001: B
Dorevnlosd..
L “falue |1 an
Prirt _} e

10) Print the mono image in thermal printer. Configuration of expansion options and the
selection of the number of the image to be printed can be done when printing.

Print

[uality
* Single Hightw/ide
" Double Wwide
" Double High
" Double Highvw/ide

Printing F ange

| Sample] 1-2 345 7

X
Header

* Mone Header

" Add Header

" Selection |

Exit
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5-5 Open Drawer

The Windows Driver supports “Open Drawer” and “Buzzer” functions.

The Open Drawer function allows for open drawer commands at the beginning or end of
the print content sent to the printer.

The Buzzer functions allows for internal beep commands at the beginning or end of the
print content sent to the printer.

To use the functions in Windows Vista, the following OS options must be set.
“Control Panel — User Accounts — Uncheck the “Use User Account Control (UAC) to help
protect your computer” checkbox under “Turn User Account Control On or Off”.

The command functions available are as follows.

- StartJob - Open Cash Drawer1 / External Beep 1

: Addition of Open Drawer1 or External Buzzer1 at the beginning of the print job
- Open Cash Drawer2 / External Beep 2

: Addition of Open Drawer2 or External Buzzer2 at the beginning of the print job
- Internal Beep

: addition of Internal Beep at the beginning of the print job
- EndJob - Open Cash Drawer1 / External Beep 1

: Addition of Open Drawer1 or External Buzzer1 at the End of the print job
- Open Cash Drawer2 / External Beep 2

: Addition of Open Drawer2 or External Buzzer2 at the End of the print job
- Internal Beep

: addition of Internal Beep at the End of the print job

Detailed setting can be done as follows.

1) Open the printer properties window in the Windows OS.
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2) Click the ” Opened Drawer” tab.

= Metapace T-3 Properties [ﬂ
General | Sharing I Ports Advanced | Color Management I Security
Device Settings | MV Image & Additional Commands | Open Drawer | About

n
i1 4+ 4B

[ Interal Beep 3l
EndJob
0 Mumber of Line Feeds [0-99]

[7] Open Cash Drawer 1 4l
[ Open Cash Drawer 2 |50

1 4 % 4 »

[ Intemal Beep 50

VMSM
‘ VMSM

Virtual Memory Switch Manager

[ OK H Cancel l Apply I

LS

3) If the user wishes to open Cash Drawer 1 prior to printing, check box of “Open Cash
Drawer1” in the "StartJob” and click the “Apply” button.

4) If the user wishes to use Internal Beep prior to printing, check box of “Internal Beep” in
the "StartJob” and click the “Apply” button.

5) If the user wishes to open Cash Drawer 2 at the end of printing, check box of “Open
Cash Drawer2” in the "EndJob” and click the “Apply” button.

6) If the user wishes to use Internal Beep at the end of printing, check box of “Internal
Beep” in the "EndJob” and click the “Apply” button.
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5-6 VMSM
5-6-1 Printer Communication Setting

To use the VMSM (Virtual Memory Switch Manager), It is necessary to set the status of
communication between Printer and PC.

1) Click “VMSM” Button in Open Drawer Tab.

General | Sharing I Ports I Advanced | Color Management | Security
Device Settings | NV Image &Mditiunaltummandsl Open Drawer | About

BeqinJob

[ms]

[m ]

n
-]
1 F 4 F 4 p

[ Interal Beep 50 [mz]
EndJob
0 MNumber of Line Feeds [0-59]

[7]Open Cash Drawer 1 |50
[ Open Cash Drawer 2 |50
[ Intemal Beep 50
YMSM

[ms]

[ms ]

4k A F 4K

[me]

VMSM
Wirtual Memory Switch Manager

0K || Cancel Aoply
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2) Upon initiation of the program, the following pop-up window will appear.

B Metapace T-3 VMSM V1.0.0 x|

Imtetface Type
o SERIEL  PARALLEL - UsH " Ethernet

Comrmunication Sefting

Part |COM1 =] Check Communication
Baud Rate (13200 =

Data Bits 8 -]

Parity [Mone ~|

stop Bits I =l

Flow Contral  |Hardware -]

IP I

or l— Euit

3) Select the Interface Type.

- SERIAL

- PARALLEL
- USB

- Ethernet

In the Serial Interface, match the communication setting (COM Port Number and Baud
Rate) to those of the Printer.
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4) Click the “Check Communication” button, and Check the Current Communication Status.
If there is no problem between PC and Printer, the following message will appear.

Information

&f) Printer is connected,

* If the message doesn’t appear, restart the program.

5) If communication is okay, the Self Test button, Run Manager button and Command Test
Editor button become available for selection.

B Metapace T-3 YMSM V1.0.0 3

Intetrface Type
i~ SERlAL ~ PARALLEL fo {I5E: = Ethernet

Comrmunication Sefting

Part |T—3:W?‘#ush#uid_ﬂ Check Commmunication
Baud Rate |
Data Bits

Stop Bits

Flow Caontral

|
Farity |
|
|

P I
Part

‘| Ll L Ll

Exit

[Self Test]: Pressing this button prints the self-test page of the printer.

[Run Manager]: Pressing this button opens a window for memory switch settings of the
printer.

[Command Test Editor]: Pressing this button opens a window for command test
of the printer.
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5-6-2 Getting the Memory Switch Status of the Printer

1) If the Communication Setting is OK, click the “Run Manager” button.

E Metapace T-3 VMSM V1.0.0 X

Imterface Type
~ SERIAL — PaRALLEL # O5H ~ Ethernet

Comrmunication Sefting
Port (T-3Pm AfusbAvid_ < | Check Communication
Baud Rate |
Data Bits

Parity
Stop Bits
Flaw Caontrol

P I
Fort

‘| NIST RN

Euit

2) Click the “Get Status” button. It gets the status of the Printer Setting.

Erinter Status El

Memory switch | Printer Setting | St St
Yirtual Memory Switch Status Display

[PIN 1] Reserved |

[PIM 2] Reserved |

[PIN 3] Reserved |

[PIM 4] Reserved |

|

|

|

|

et Status

[PIM 5] Reserved
[PIM BE] Reserved
[FIM 71 Reserved
[PIM 8] Reserved

User Status Setting

Ll b il

MEW 1 |

Exit \

Frogess :
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3) The “Memory switch” Tab in the Printer Status window displays the current virtual
memory switch settings of the printer, and allows new settings to be defined.

Printer Status

Memory switch | Printer Setting |

Yirtual Memory Switch Status Display

[PIM 2] Auto Internal buzzer contral

[PIM 3] Reserved

[PIN 4] Auto external buzzer after cutting
[PIM 5] Reserved

[PIM BE] Reserved

[PIM 7] Reserved
[FIM 8] Reserved

MEW B

[PIM 1] Auto generate pulse to internal Buzzer

Setup Status
Print Status

|Disable |
|3 times |
\Disable -
|Disable -]
|Disable ]
|Disable Ed
|Disable ]
|Disable ]|

Frogess :

Print Codepage

|
|
| Get Status |
Set Status ‘

User Status Setting

Save Status ‘

Load Status ‘

Initialize Status ‘

Exit \

4) The “Printer Setting” Tab displays Serial communication settings, printer information,
and code page information, and allows new settings to be defined.

Printer Status

Memary switch Printer Setting ]

Printer Model : Metapace T-3

Firrmware Version ¢+ Y0041 STE 121010

Language : PC437

Double byte Font selection Emulation

[Mo Change ~] |Emulation 1 [Default] =]
Default Code Page Single Byte Font Selection

|PC437 (US4 Standard Europe) x| || |Font & (12x24) |
Power Save Mode Print Speed

" Digable & Enable Enterance time(sec) @ |20 |Print speed 3 [Default] -]

Frogess :

Setup Status
Print Status

Print Codepage

|
|
Get Status ‘
|

Set Status

ser Status Sefting

Save Status ‘

Load Status ‘

Initialize Status ‘

Exit \
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5-6-3 Setting the memory switch status of the Printer

After getting the memory switch status of the printer, the status of the printer can be
modified.

Printer Status El

i itch | Pri i
emory switch | Printer Setting | Satup Status

Yirtual Memory Switch Status Display Print Status ‘
Swap font B and C Font B(3x17) [~ Print Codepage ‘
[FIM 2] Reserved |Dizable -]
: ; ’ : : Get Status ‘
Single byte Font election{Set in Printer Setting Tab) | J
Single byte Font election{Set in Printer Setting Tab) | =l St Status ‘
Disable -
IR el it | - J User Status Setting
[PIM B] Reserved |Disable Ed —
[PIM 7] Reserved Disable =] ave Status ‘
[PIM 8] Reserved |Disah|e ﬂ Load Status ‘
Initialize Status ‘
RS 4 Mesxt > Exit ‘

Frogess :

1) “Get Status”
Pressing this button displays the current memory switch settings read from the printer.
The following message appears if the switch settings are acquired normally.

Information

‘ﬂll’) success to get status of printer,

2) “Set Status”
Pressing this button allows the user to designate switch settings of the printer.
The following message appears if the settings are appropriately defined.

Information

\_::[J) Success to set status of printer
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3) “Save Status”

Pressing this button saves the current memory switch settings to file.

4) “Load Status”

Windows Driver

Pressing this button loads and displays the previously-saved memory switch settings file.

5) “Initialize Status”

Pressing this button resets the memory switch settings.

6) “Default Code Page Combo Box”

The user may select and set the default code page. However, for T-3 printers,
this function is available only if the Nation Set Management Combo Box is set to STD.

Printer Status
Mermory switch  Printer Setting ]

Printer Model
Firrmware Version :

Metapace T-3
W00, 41 ST 121010

Language : PC437 ‘
Get Status ‘

Double byte Font selection Emulation

[No Change =] |Emulation 1 [Default] -] Set Status ‘

Default Code Page Single Byte Font Selection User Status Setting
5 Stat

| =] | | [Font & (T2x2d) =] ave Staus |

T : - e — L ondl Status ‘

Frint Speed
Portugues) . ’20— 2 Initialize Status ‘

PCEE3 (Canadian-French) e |Print speed 3 [Default] |

PERES (Hordic) —

WPC 1252 (Lantin 1) i |

—|PCHEE (Cyrillic #2)
prdPCE52 (Latin 2)
PCREE (Eura)
PCER? (Hebrew DOS cade)
Rev. 1.00 -50 -
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7) “Double byte Font selection Combo Box”
The Code page and font settings can be designated according to country and distributor.

Erinter Status El
Mernary switch Printer Setting | Setup Status
Printar Model Metapace T-3 Frint Status ‘
Firmware Version ;w0041 STB 121010 :
d Print Cod
Language : PC437 Al ‘
Get Status ‘
Double byte Font selection Emulation
Mo Change =] |Emulation 1 [Default] =] Set Status ‘
'”EEI e gyte Fant Single Byte Font Selection User Status Setting
BE3 1 XS meted Chinese) Save Staus |
implifie inese =
BIG5( Traditional Chinese) [Font A (12x24) =
SHIFT-JIS{Japanese) Load Status \
Fower Save Mode Frint Speed

Initialize Status ‘

" Disable & Enable Enterance time(sec) : |20 |Print speed 3 [Defaul] -]

Exit \

Frogess :

(1) If the “Set Status” button is pressed, after selecting any option excluding STD,
the following message will appear.

Notice

' Success to Change the Firmware,
L Aand Mow Start Font Download!

The default code page can be set by selecting the STD option in the combo box.
The default code page cannot be set if the KOR, CHN-GB2312, CHN-BIG5, JAP

option is selected.

(2) By pressing OK in the above message, download progress indicator is displayed,
and selected font is downloaded.
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(3) After the font download is complete, the following message will appear.

Information

\i)) Success to Downlosd Font!, &nd Reboot Printer

As the download progress indicator may not be visible and/or the window
may not respond during download, please wait until the download is complete.

(4) After the font download is complete, please exit the utility program.
The printer must then be turned off and on again for settings to take effect.
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5-6-4 Using the Command Test Editor

Windows Driver

1) If the Communication Setting is OK, click the “Command Test Editor” button.

B Metapace T-3 VMSM V1.0.0

Imterface Type
~ SERI&L

Part
Baud Rate

Data Bits

Parity
Stop Bits

Flow Caontrol

" PARALLEL o LUSE

Comrmunication Sefting

T-3MPH P usbivid_ = |

" Ethernet

self Test

Run Manager

P I
Fort

Command Test Editar

‘| NSNS

Euxit

2) If the “Command Test Editor” button is pressed, the following dialog box will appear.
Using this Dialog, the user can write and edit the command and send to the printer.
Each button of “Printing Option” and “Etc” group can insert commands to edit box.
Also “Write Command” button can transfer these commands to the printer. To verify the
result of sending the command can use the “Print Test String” button.

Command Test Editor

Command (Hex “Walue, Ex: 1d B1 f 03]

Wirite Cormimand

Wirite to the Printer

X

Test Printing

Prirt Test String

* After Editing the Command, Click the Command write Button to send the Printer

Printing Cption
Font
- - [ Bald
Fort 2 Fort B Line Spacing Select Codepage W
Alignment Cut and Feeding
Lett Alignment Center Alignment | Right Alignment Paper Cut Feed |
Etc
virtual Memary MY Image Open Cash Drawer
Set Codepage | Print M% Image | Drasvvet1 S0mMs(2pin | Drasneer2 S0mMsSpiIn) |
Clear | Save | Load ] Cloze
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6. Windows Driver Specifications

6-1 Fonts

Windows Driver

The Windows Driver of the printer supports the fonts listed below.
Printing is done at faster speed when using the fonts below as opposed to the Windows
fonts of the OS.

Printer Fonts

Character Size (dot)

Sizes (point)

FontA1x1 FontA1x1[Ext.] | FontA1x1[255] FontA1x1(12x24) 9.5
FontA1x2 FontA1x2[Ext.] | FontA1x2[255] FontA1x2(12x48) 19
FontA2x1 FontA2x1[Ext.] | FontA2x1[255] FontA2x1(24x24) 9.5
FontA2x2 FontA2x2[Ext.] | FontA2x2[255] FontA2x2(24x48) 19
FontA2x4 FontA2x4[Ext.] | FontA2x4[255] FontA2x4(24x96) 38.5
FontA4x2 FontA4x2[Ext.] | FontA4x2[255] FontA4x2(48x48) 19
FontA4x4 FontA4x4[Ext.] | FontA4x4[255] FontA4x4(48x96) 38.5
FontA4x8 FontA4x8[Ext.] | FontA4x8[255] FontA4x8(48x192) 77
FontA8x4 FontA8x4[Ext.] | FontA8x4[255] FontA8x4(96x96) 38.5
FontA8x8 FontA8x8[Ext.] | FontA8x8[255] FontA8x8(96x192) 77
FontB1x1 FontB1x1[Ext.] | FontB1x1[255] FontB1x1(9x17) 7
FontB1x2 FontB1x2[Ext.] | FontB1x2[255] FontB1x2(9x34) 13.5
FontB2x1 FontB2x1[Ext.] | FontB2x1[255] FontB2x1(18x17) 7
FontB2x2 FontB2x2[Ext.] | FontB2x2[255] FontB2x2(18x34) 13.5
FontB2x4 FontB2x4[Ext.] | FontB2x4[255] FontB2x4(18x68) 27
FontB4x2 FontB4x2[Ext.] | FontB4x2[255] FontB4x2(36x34) 13.5
FontB4x4 FontB4x4[Ext.] | FontB4x4[255] FontB4x4(36x68) 27
FontB4x8 FontB4x8[Ext.] | FontB4x8[255] FontB4x8(36x136) 54.5
FontB8x4 FontB8x4[Ext.] | FontB8x4[255] FontB8x4(72x68) 27
FontB8x8 FontB8x8[Ext.] | FontB8x8[255] FontB8x8(72x136) 54.5
FontC1x1 FontC1x1[Ext.] | FontC1x1[255] FontC1x1(9x24) 9.5
FontC1x2 FontC1x2[Ext.] | FontC1x2[255] FontC1x2(9x48) 19
FontC2x1 FontC2x1[Ext.] | FontC2x1[255] FontC2x1(18x24) 9.5
FontC2x2 FontC2x2[Ext.] | FontC2x2[255] FontC2x2(18x48) 19
FontC2x4 FontC2x4[Ext.] | FontC2x4[255] FontC2x4(18x96) 38.5
FontC4x2 FontC4x2[Ext.] | FontC4x2[255] FontC4x2(36x48) 19
FontC4x4 FontC4x4[Ext.] | FontC4x4[255] FontC4x4(36x96) 38.5
FontC4x8 FontC4x8[Ext.] | FontC4x8[255] FontC4x8(36x192) 77
FontC8x4 FontC8x4[Ext.] | FontC8x4[255] FontC8x4(72x96) 38.5
FontC8x8 FontC8x8[Ext.] | FontC8x8[255] FontC8x8(72x192) 77

Printer Fonts are defined as follows.

1) FontA1x2

- ANSI Character code support (Code Page 16: 1252)
- Character size (dot): 12 x 48 (double height) / Sizes (point): 19
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2) FontA1x2[Ext]
- IBM expansion Character code support (Code Page 0: 437)
- Character size (dot): 12 x 48 (double height)
- Sizes (point): 19

3) FontA1x2[255]
- Buyer exclusive code support (Code Page 255)
- Character size (dot): 12 x 48 (double height)
- Sizes (point): 19
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6-2 Special Functions

The Windows Driver supports the special functions indicated below.

These special functions are available when using the characters after the “FontControl”
font is selected.

This function is not an ordinary character printing function. Take special care.

Character Special Function

Prints HT (0 x 09)

Prints LF (0 x OA)

Prints CR (0 x 0D)

Open Drawer 2 (50ms drive pulse width)

Open Drawer 2 (100ms drive pulse width

)
Open Drawer 2 (150ms drive pulse width)
Open Drawer 2 (200ms drive pulse width)

Open Drawer 2 (250ms drive pulse width)

Cut Receipt (partial cut) without paper feeding

Prints double-sized color image saved in the 00 address

Prints double-sized color image saved in the 01 address

Prints double-sized color image saved in the 02 address

Prints double-sized color image saved in the 03 address

Prints double-sized color image saved in the 04 address

Does not add HRI characters to the barcode

Adds HRI characters in FontA above the barcode

Adds HRI characters in FontA below the barcode

Adds HRI characters in FontB above the barcode

Adds HRI characters in FontB below the barcode

Aligns text to the left

Aligns text to the center

Aligns text to the right

Open Drawer 1 (50ms drive pulse width)

Open Drawer 1 (100ms drive pulse width

Open Drawer 1 (150ms drive pulse width

Open Drawer 1 (200ms drive pulse width

N N N

Open Drawer 1 (250ms drive pulse width

Prints 13 NV bit image

Prints 2" NV bit image

Prints 3" NV bit image

Prints 4™ NV bit image

Prints 5" NV bit image

Cut Receipt (partial cut)

Prints the color image saved in the 00 address

Prints the color image saved in the 01 address

Prints the color image saved in the 02 address

Prints the color image saved in the 03 address

Prints the color image saved in the 04 address

Prints 15 NV bit image in double-sized mode.

Prints 2" NV bit image in double-sized mode.

S——|<[ClHl0 ||V |XR|—|—|T|OIMOIO|II><|X[S|~|lv|-|la (3 |—|x—|—lk |0 |a|o|o|o |[N|o|o

Prints 3" NV bit image in double-sized mode.

Prints 4™ NV bit image in double-sized mode.

‘A

Prints 5™ NV bit image in double-sized mode.
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1) Sample Use

If the “FontControl” font is selected and 6 is entered, the “LF” (Line Feeding) operation is

activated.
(does not entail the printing of the character “6)

2) “FontControl” Font Function

Size

Printer Font for Function
(point/dot)

Special Function

Open Drawer 1/2
Cut receipt
Cut receipt(without paper feeding)
FontControl Justification (Left/Center/Right) (9.5/12x24)
Output HT, Output LF, Output CR
Barcode Printing
Print NV Graphic Data
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6-3 Barcodes

Windows Driver

The Windows Driver supports the barcodes indicated below.

This function is available when entering barcode data after selecting “Printer Font Name”.

In addition, the “FontControl” font can be used to add HRI characters.

Printer Font Name Size Supported Characters
Numberic: 0~9
Codabar 18/35.5/53/71 Symbols: $, +, -, ., /, :
Letters: A~D
Numberic: 0~9
Code39 18/35.5/53/71 Symbols: §, +, -, ., /
Letters: A~Z
JAN13(EAN) 18/35.5/53/71 Numberic: 0~9
JANS(EAN) 18/35.5/53/71 Numberic: 0~9
ITF 18/35.5/53/71 Numberic: 0~9
UPC-A 18/35.5/53/71 Numberic: 0~9
UPC-E 18/35.5/53/71 Numberic: 0~9
Code93 18/35.5/53/71 ASCII CODE: 0~127
Code128 18/35.5/53/71 ASCII CODE: 0~127

1) Sample Use

Select “Code39” and Size “18”, and then enter “1234”.
The barcode corresponding to “1234” is printed.

2) When Using Code128

Select “Code128” and Size “18”, and then enter “{B1234”".
The barcode corresponding to “1234” is printed.

When using “Code128”, characters, such as “{A”, “{B”, “{C”, must be included before the

input data.

6-4 Two-Dimensional Barcodes

The Windows Driver supports the following two-dimensional barcodes.
- PDF417
- QR Code

Usage is identical to that for barcodes.
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7. Use of Windows Driver

7-1 Use of Visual Basic

This section explains the use of the Windows Driver with Visual Basic to control the printer
(T-3).

Sample programs are saved together if the Windows Driver is installed. Take note.

7-1-1 Windows Driver Selection

The following code is an example of the selection of the “Metapace T-3” Windows Driver.

For Each prnPrinter In Printers

If prnPrinter.DeviceName = “Metapace T-3” Then

Set Printer = prnPrinter
Exit For
End If

Next
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7-1-2 Test Printing

The following code is an example of the printing of Arial Test via the Windows font, and
FontA1x1Test via the printer font.

‘Print in Windows font
Printer.FontSize = 9
Printer.FontName = “Arial”
Printer.Print “Arial Test”

‘Print in printer font
Printer.FontSize = 9.5
Printer.FontName = “FontA1x1”
Printer.Print “FontA1x1Test”

Printer.EndDoc

7-1-3 Barcode Printing

The following code is an example of the printing of the JAN8 (EAN) barcode.

'Print Bar Code.
Printer.FontSize = 20

Printer.FontName = "JAN8 (EAN)"
Printer.Print "1234567"

Printer.EndDoc

7-1-4 Two-Dimensional Barcode Printing

The following code is an example of the printing of the PDF417 two-dimensional barcode.

'Print Two-dimensional Codes.
Printer.FontSize = 9.5

Printer.FontName = "PDF417"

Printer.Print "Print Test PDF417"

Printer.EndDoc
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7-2 Use of WordPad
7-2-1 WordPad Environment Settings
After running Wordpad and setting the following conditions, conduct a test.

- Select Printer
After selecting “Print” from the “File” menu, select the printer (Metapace T-3).

- Select Paper Size, Orientation, and Margins
After selecting “Page Setup” from the “File” menu, select the paper size, orientation,
and margins.

7-2-2 Text Printing

Use the Windows Driver of the printer to run a test.

File Edit Wew Insert Format Help

DeE S& # @ i B

Fortal«1 v| 35 v westem v B 2 u ® [l = &=
L T T L A oy

Fonthlxl: Dewvice Font

For Help, press F1 MM

1) Select the desired font from the Font menu (FontA 1x1).
2) Select the desired font size (9.5).
3) Enter the text to be printed in Wordpad.

4) Click the Print button in the toolbar to print.

Rev. 1.00 -61 -



Windows Driver

7-2-3 Barcode Printing

Use the Windows Driver of the printer to print the barcode.

File Edt Wiew Insert Format Help

D E & &

Code128 v| 20 | [westem v B U@ E2 = iz
T2 -

{A123453

10}

For Help, press F1

1) Select the desired barcode from the Font menu (Code128).
2) Select the desired font size (20).
3) Enter “{A123453” in Wordpad.

4) Click the Print button in the toolbar to print.
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7-2-4 Two-Dimensional Barcode Printing

Use the Windows Driver of the printer to print the two-dimensional barcode.

S=1E

File Edit Wew Insert Format Help
LEE S #
PDF417 v|[35 v [westem v B u @ |22 =
L L - R BN o

Two-dimensional Codes test @ PDFa17

MLIM

For Help, press F1

1) Select the desired two-dimensional barcode from the Font menu (PDF417).

2) Select the desired font size (9.5).
3) Enter “Two-dimensional Codes Test: PDF417” in Wordpad.

4) Click the Print button in the toolbar to print.
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