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1 HP Point of Sale Peripherals

1.1 HP ap5000 MSR (Magnetic Stripe Reader)

111

1.1.2

1.13

Connection

The MSR on the HP ap5000 system is integrated into the system which is connected
internally via serial interface; default is COM4. There is no user connection required for this
device.

ap5000
MSR

Port COM4
Baud Rate 19200
Data Bit 8
Parity None
Stop Bit 1
Flow Control | Hardware

Windows Drivers for the HP ap5000 MSR
Windows operating system supports serial port COM4, so no extra drivers are needed to be
installed.

JPOS Drivers for the HP ap5000 MSR

The JPOS drivers are included in the HP Point of Sale image or can be obtained from HP
POS Drivers and Documentation CD or from the HP.COM web site.

The following is overview of the steps to test the ap5000 MSR followed by details steps:

1. Start the JPOS test utility either using the link in the START MENU or by launching the
POSTEST.BAT file locate in the JPOS folder in the ap5000 MSR folder.

Click on the “MSR” tab.

After clicking on the “MSR” tab.

Click on the “OPEN” button.

Click on the “CLAIM” button.
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Check the “DATA EVENT ENABLE
Check the “DEVICE ENABLED” so
Swipe a credit card and text should

©o~NO

Detail Steps

D” so there is a check box.
there is a check box.
appear in the field.

Click on “RELEASE” / “CLOSE” and then click “EXIT” to exit the JPOS test utility.

1. Start the JPOS test utility either using the link in the START MENU:
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or by launching the POSTEST.BAT file that is located in the JPOS folder within the

ap5000 MSR folder.



After a few seconds the JPOS test utility GUI will appear as shown below:

B JavaPOStester in Progress ._ E|E|
File
RemoteOrderDisplay rScaIe Scanner rSignatureCapture rSmartCardRW rT Indicat Exit
MsR [ PINPad PointCardRW I POSKeyhoard [" PosPower [ POSPrinter
ElectronicJournal r FiscalPrinter I’ HardTotals r Keylock r LineDisplay r MICR r MotionSensor
| About r Configured Devices r Biometrics rBumprBar r CashChanger r CashDrawer rCAT r CheckScanner r CoinDispenser

POSTest

The JavaPOS Device Tester.
v1.10.0

POStest is a community project under the direction of the JavaPOS working group.
Original code donated by 360 Commerce.

Contributors:

Jeff Lange - Ultimate Technology Corporation
Rory K. Shaw - IEM/Raleigh RSS Drivers and Diagnostics
William White - IEM/Raleigh Retail Store Solutions
Bracci A. Sistemi Digitali s.r.l. Pisa (italy)




2. Click on the “MSR” tab:

B JavaPOStester in Progress

File

RemoteOrderDisplay rScaIe rScanner rSignatureCamure meartCardRW rT Indicat: Exit
MSR PINPad | PointCardRW I POSKeyhoard " PposPower [ PoSPrinter
ElectronicJournal r FiscalPrinter r HardTotals |/ Keylock r LineDisplay r MICR |/ MotionSensor

| About r Configured Devices r Biometrics rBump.fBar r CashChanger r CashDrawer rCAT r CheckScanner r CoinDispenser

POSTest

The JavaPOS Device Tester.
v1.10.0

POStest is a community project under the direction of the JavaPOS working group.
Original code donated by 360 Commerce.

Contributors:

Jeff Lange - Ultimate Technology Corporation
Rory K. Shaw - IBMRaleigh RSS Drivers and Diagnostics
William White - IBM/Raleigh Retail Store Solutions
Bracci A. Sistemi Digitali s.r.l. Pisa (italy)




a JavaPOStester in Progress

3. Atfter clicking on the “MSR” tab the screen should look like:

File
RemoteOrderDisplay rScaIe rScanner rSignatureCamure rSmartCardRW rT Indicat: Exit
F MSR__ |  PNPad | PointCardRW I POSKeyboard [ PoSPower [ PoSPrinter
ElectronicJournal r FiscalPrinter r HardTotals r Keylock r LineDisplay r MICR r MotionSensor
About | Configured Devices | Biometrics | BumpBar | CashChanger | CashDrawer | CAT | CheckScanner | CoinDispenser

Logical name:

[HPaps00oMER

| JPOS_S_CLOSED

| Open || Claim || Release || Close || Info || Statistics || Firmware || OICIE H EXIT ‘

[ Auto disable

[] Data event enabled
[ Device enahled

[] Freeze events

[] Decode data

[ Parse decode data
[ Trangmit sentinels
[ Pertrack error reporting
[ Track 1 enabled
[ Track 2 enahled
[ Track 2 enahled
[ Track 4 enabled

Clear Input

MSR Readi

Track 1 Data:

Track 2 Data:

Track 3 Data:

Track 4 Data:

Account number:
Expiration date:

Title:

First name:

Middle initial:

surname:

Surffix:

Service Code:

Track 1 discretionary data:
Track 2 discretionary data:
Data Count:

Clear Fields Refresh Fields

The logical name of the device is “HPap5000MSR” which should appear in the logical

name field. If another name is present, change the logical name to “HPap5000MSR”. If
one clicks on the “Configured Device” tab, the names for the device will appear that will
be used in the test utility.



4. Click on the “OPEN” button.

5. Click on the “CLAIM” button.

aPOStester in Progress

File
RemoteOrderDisplay rScaIe rScanner rSignalureCaplure rSmarlCardRW rT icator Exit
MSsR | PNPad | PointCardRW I POSKeyhoard I POSPower I POSPrinter
ElectronicJournal r FiscalPrinter r HardTotals r Keylock r LineDisplay r MICR r MotionSensor
About | Configured Devices | Biometrics | BumpBar | CashChanger | CashDrawer | CAT | CheckScanner | CoinDispenser
Logical name: |HPapSDDDMSR | JPOS_S_IDLE
| Open H Claim H Release H Close || Info || Statistics || Firmware || QICE || EXIT |

[] Auto disable MSR Reading

|| Data event enabled Track 1 Data: 0
[ Device enabled Track 2 Data: 0
[] Fraeze events Track 3 Data: Il
] Decode data Track 4 Data: 0

Account number:

Parse decode data

Expiration date:
[ Transmit sentinels Title:
[] Per-track error reporting | First name:
[] Track 1 enahled Middle initial:
[] Track 2 enabled Surname:
[] Track 3 enahled Sum?“

Service Code:

L Track 4 enabled Track 1 discretionary data:

Clear Input Track 2 discretionary data:

Data Count: 0

Clear Fields Refresh Fields




6. Check the “DATA EVENT ENABLED” so there is a check box.

7. Check the “DEVICE ENABLED” so there is a check box.

JavaPDStester in Progress

File
RemoteOrderDisplay rScaIe rScanner rSignalureCapture rSmartCardRW rTnneIndicatnr Exit
MSR | PINPad | PointCardRW I POSHKeyboard I POSPower I POSPrinter
ElectronicJournal |" FiscalPrinter | HardTotals | Keylock | LineDisplay | MICR | MotionSensor
About | Configured Devices | Biometrics | BumpBar | CashChanger | CashDrawer | CAT | CheckScanner | CoinDispenser

Logical name: [HPaps000MSR | JPOS_S_IDLE
| Open || Claim H Release H Close || Info || Statistics || Firmware || OICE || EXIT |

[ ] Auto disahble MSR Reading

Data event enabled Track 1 Data: p
Device enabled Track 2 Data: 0
[] Freeze events Track 3 Data: 0
Decoda data Track 4 Data: 0
Parse decode data Achur!t e

Expiration date:
[] Tranzsmit sentinels Title:
] Per-track error reporting | First name:
[] Track 1 enahled Middle initial:
[ ] Track 2 enahled Surname:
[ | Track 3 enabled SIinE

Service Code;
L Track 4 enabled Track 1 discretionary data:
Track 2 discretionary data:

Data Count: 0

Clear Fields Refresh Fields
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8. Swipe a credit card and text should appear in the field. Depending on the type of card

there may or may not be information displayed in all of the track field.

avaPOStester in Progress =i X
File
RemoteOrderDisplay rScaIe rScanner rSignatureCapture rSmartCardRW rT Indicator Exit
MSR | PINPad | PointCardRW I POSKeyboard I POSPower I POSPrinter
Electronic.Journal r FiscalPrinter r HardTotals r Keylock r LineDisplay r MICR r MotionSensor
About r Configured Devices r Biometrics rEump.fBar r CashChanger r CashDrawer r CAT r CheckSi r CoinDisp
Logical name: |HPapSDDDMSR | JPOS_S_IDLE
‘ Open || Claim || Release H Close || Info || Statistics || Firmware || 0/CIE || EXIT |

[] Auto disahle MSR Readli

Data event enabled

Track 1Data: 0 |oososssosssssssd TESTIP "0A0A0000000
Device enabled Track 2 Data: 0 .
[ ] Fraeze events Track 3 Data: i)
Decode data Track 4 Data: i}
Parse decode data BccorinmEEn
Expiration date: et
[] Transrit sentinels Title:
[ Per-track error reporting | First name: TEST
[[] Track 1 enabled Middle initial:
[] Track 2 enakled Surname: P
[] Track 3 enabled Sum?t:
Service Code:
L] Track 4 enabled Track 1 discretionary data:
Track 2 discretionary data:

Data Count: 0

Clear Fields Refresh Fields
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9. Click on “RELEASE” / “CLOSE” and then click “EXIT” to exit the JPOS test utility.

JavﬂPOStesler in Progress = ] ﬁ
File
RemoteOrderDisplay rScaIe rScanner rSignatureCapture rSmartCardRW rT Indicat: Exit
mMSR | PINPad I PointCardRW I POSKeyhoard I POSPower I POSPrinter
ElectronicJournal r FiscalPrinter r HardTotals r Keylock r LineDisplay r MICR r MotionSensor
About r Configured Devices r Biometrics rBump.fBar r CashChanger r CashDrawer rCAT r CheckSi r CoinDisp
Logical name:|HPap500ﬂM EL \ JPOS_S_CLOSED
| Open || Claim [| Release || Close| || Info || Statistics || Firmware H 0ICE | EXIT ||
S ————

[ Auto disakle MSR Readi

Data event enabled Track 1 Data: A pre— -

Davice enahbled Track 2 Data: 0 OB

[ Freeze events Track 3 Data: il

Decode data Track 4 Data: i}

Parse decode data nchuth number: B0
Expiration date: 0800

[ Transmit sentinels Title:

[ Per-track error reporting | First name: TEST

[ Track 1 enabled Middle initial:

[ Track 2 enahled Surname: F

[ Track 3 enabled Sum?t:
Service Code:

[ Track 4 enabled Track 1 discretionary data:

Track 2 discretionary data:

Data Count: 0

Clear Fields Refresh Fields
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